
2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

18,000 Mile Factory Required Service
Inspect Air Conditioning Compressor
Inspect Air Conditioning Refrigerant
Inspect Battery Condition
Inspect Brake Lines, Hoses and Connections
Inspect Disc Brakes and Pads
Inspect Driveshafts and Boots
Inspect Exhaust Pipe and Muffler
Inspect Intercooler, In/Out Hose, Air Intake Hose
Inspect Steering Gear Rack, Linkage and Boots
Inspect Suspension Mounting Bolts
Inspect Vacuum Hose
Replace Air Cleaner Filter
Replace Climate Control Air Filter
Replace Engine Oil and Filter
Tire Rotation
Add Fuel Additive (recommended only if TOP TIER
Detergent Gasoline is not available.  See owner's
manual for details.)

Previous Service
18,000 miles

Next Service
30,000 miles

30,000 Mile Factory Required Service
Inspect Air Cleaner Filter
Inspect Air Conditioning Compressor
Inspect Air Conditioning Refrigerant
Inspect Battery Condition
Inspect Brake Lines, Hoses and Connections
Inspect Disc Brakes and Pads
Inspect Driveshafts and Boots
Inspect Exhaust Pipe and Muffler
Inspect Intercooler, In/Out Hose, Air Intake Hose
Inspect Steering Gear Rack, Linkage and Boots
Inspect Suspension Mounting Bolts
Inspect Vacuum Hose
Replace Climate Control Air Filter
Replace Engine Oil and Filter
Tire Rotation
Add Fuel Additive (recommended only if TOP TIER
Detergent Gasoline is not available.  See owner's
manual for details.)

Current Service
24,000 miles

24,000 Mile Factory Required Service
Inspect Air Cleaner Filter
Inspect Air Conditioning Compressor
Inspect Air Conditioning Refrigerant
Inspect Battery Condition
Inspect Brake Fluid
Inspect Brake Lines, Hoses and Connections
Inspect Disc Brakes and Pads
Inspect Driveshafts and Boots
Inspect Dual Clutch transmission fluid
Inspect Exhaust Pipe and Muffler
Inspect Fuel Filter
Inspect Fuel Lines, Fuel Hoses, and Connections
Inspect Fuel Tank Air Filter
Inspect Intercooler, In/Out Hose, Air Intake Hose
Inspect Parking Brake
Inspect Steering Gear Rack, Linkage and Boots
Inspect Suspension Mounting Bolts
Inspect Vacuum Hose
Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
Replace Climate Control Air Filter
Replace Engine Oil and Filter
Tire Rotation
Add Fuel Additive (recommended only if TOP TIER
Detergent Gasoline is not available.  See owner's
manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

18,000 miles*
18,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

24,000 miles*
24,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

30,000 miles*
30,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

36,000 miles*
36,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

42,000 miles*
42,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Replace Spark Plugs (Iridium Coated)
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

48,000 miles*
48,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

54,000 miles*
54,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

60,000 miles*
60,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Valve Clearance
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

66,000 miles*
66,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

72,000 miles*
72,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

78,000 miles*
78,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

84,000 miles*
84,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Replace Spark Plugs (Iridium Coated)
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

90,000 miles*
90,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

96,000 miles*
96,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

102,000 miles*
102,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

108,000 miles*
108,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

114,000 miles*
114,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

120,000 miles*
120,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Valve Clearance
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Coolant
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

126,000 miles*
126,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Replace Spark Plugs (Iridium Coated)
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

132,000 miles*
132,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

138,000 miles*
138,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)

144,000 miles*
144,000 Mile Factory Required Service
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Fluid
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Drive Belt(s)
 • Inspect Driveshafts and Boots
 • Inspect Dual Clutch transmission fluid
 • Inspect Exhaust Pipe and Muffler
 • Inspect Fuel Filter
 • Inspect Fuel Lines, Fuel Hoses, and Connections
 • Inspect Fuel Tank Air Filter
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Parking Brake
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Inspect Vapor Hose, Fuel Filler Cap and Fuel Tank
 • Replace Air Cleaner Filter
 • Replace Climate Control Air Filter
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.



2018 HYUNDAI ELANTRA
4cyl, 1.6L Turbo, FWD, Automatic Dual Clutch, 25,000 miles
Maintenance Menu

150,000 miles*
150,000 Mile Factory Required Service
 • Inspect Air Cleaner Filter
 • Inspect Air Conditioning Compressor
 • Inspect Air Conditioning Refrigerant
 • Inspect Battery Condition
 • Inspect Brake Lines, Hoses and Connections
 • Inspect Disc Brakes and Pads
 • Inspect Driveshafts and Boots
 • Inspect Exhaust Pipe and Muffler
 • Inspect Intercooler, In/Out Hose, Air Intake Hose
 • Inspect Steering Gear Rack, Linkage and Boots
 • Inspect Suspension Mounting Bolts
 • Inspect Vacuum Hose
 • Replace Climate Control Air Filter
 • Replace Coolant
 • Replace Engine Oil and Filter
 • Tire Rotation
 • Add Fuel Additive (recommended only if TOP TIER Detergent
Gasoline is not available.  See owner's manual for details.)
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To ensure that you receive the greatest number of miles of satisfying operation from your Hyundai vehicle, certain maintenance procedures must be performed. Scheduled maintenance is recommended every 6 months or
7,500 miles, whichever occurs first. This schedule is based on your current driving habits; should they change, please consult your authorized Hyundai Dealer. For a full listing of minimum maintenance requirements and
applicable special operating conditions, please refer to your Owner's Manual.


